This document is for guidance and information only. All informations provided are given under good faith and are non-contractual.

UDC LINK

CREW TRANSFER - DIVING SUPPORT- SURVEY VESSEL

GENERAL

Type:

Building year:
Classification:
Flag:

Port of registry:
MMSI n®:

Call sign:

Vessel code:

CAPACITIES

Fuel capacity (L):

CONTROL & NAVIGATION

Patrol and Service Boat Lenght O.A. (m):
2010 Beam O.A. (m):
MCA Draft (m):
U.K Surface du pont (m2):
London
235081434
2DRK7
C265

1300 Main engine:

Max. speed (kts):

DIMENSIONS

MACHINERY

2 x lveco N67 ENTM 45 restrain to
370 HP 634 KW @ 1940 RPM

25

DECK MACHINERY

Sounder: SEIWA Hydraulic crane: PALFINGER 2 T/m (opt]
Set Radar: FURUNO VX2 Winch (T): 0,5
Autopilot: SIMRAD AP35

GPS: FURUNO GP32

POWER SUPPLY COMMUNICATION

Generator set: 1 x 400 KW Caterpillar C18 2 x 200 VHF: ICOM M601

KW Caterpillar C6.6 AlS: A CLASS FURUNO

ACCOMODATION VARIOUS

POB: 12 CABIN WITH WC AND SHOWER

Cabins: 1 [double)
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JIFMAR OFFSHORE SERVICES 120,
av Napoléon Bonaparte 13100
Aix-en-Provence

©2019 - No part of this leaflet may be
reproduced in any form without written
permission from Jifmar Offshore Services.
Tél. (+33) 486 8203 60 This leaflet may be updated without
Fax (+33) 4 13 94 08 29 advance
www.jifmar.com notice.
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